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UBIQUITI UNIFI PROTECT G5 FLEX

Cena celkem:

BéZné cena:
USetfite:
Kéd zbozi:
Part No.:
Zaruka:
Stav:

23.01.26 15:08:31

3 148 K¢

(bez DPH: 2 602 K¢)

3463 K¢
315 K¢
IPKUBT1034
UVC-G5-Flex
26 més.
Nové zbozi

Popis

Ubiquiti UniFi Protect G5 Flex

Kamera UniFi Protect G5 Flex poskytuje Cisty a ostry obraz v rozliSeni 2688 x 1512 pfi 30 fps s moznosti no¢niho

vidéni.

Kamera podporuje aktivni POE napajeni (37-57 V DC). Baleni neobsahuje PoE injektor.

Vas prohlize¢ nepodporuje video HTML5.

Vas prohlize¢ nepodporuje video HTML5.

Kompaktni 2K HD PoE kamera (interiér & exteriér)
5 Mpx CMOS senzor (4 Mpx video)

Uhel zabé&ru: 102,4° horizontalng, 54,9° vertikalng, 120,6° diagonalné

IR pfisvit (noéni rezim) s dosahem az 6 m
Al detekce udalosti (uméla inteligence)
Videokomprese H.264

Mikrofon (lze vypnout)

Kryti IPX4 + IK04 (antivandal)

PoE napdjeni

Montdz: stolni (desktop), nasténna, na sloup, stropni (v baleni), kabelova (prodava se samostatné)

Sprava skrze aplikaci UniFi Protect (verze 2.2.7 nebo 2.7.28 a nové;jsi (web) / 1.10.0 a novéjsi (i0S & Android))

ZAKLADNI SPECIFIKACE



Rozliseni snimace: 5 Mpx

Snimaci €ip: 5 Mpx CMOS senzor (4 Mpx video)
Maximalni rozliSeni: 2688 x 1512 px
Snimkova rychlost: max. 30 fps

IR pFisvit: ano, do 6 m (20 ft)
Objektiv: pevny

Rozhrani: 1x RJ-45 10/100 Mbps
Video komprese: H.264

Slot pamétovych karet: ne

Audio: ano, integrovany mikrofon
Napajeni: PoE 37-57 V DC

Pracovni teplota: -20 az +40 °C
Hmotnost: 170 g

Rozméry: 107,5 x 48 x 48 mm

WDR (Wide Dynamic Range)
Kamery série G4, G5 a Al disponuji True WDR technologii. Generace G3 a starsi maji pouze digitdini WDR (DWDR).
Pri softwarovém zvyseni FPS (nad defaultni hodnotu) se WDR vypne kvdli limitu expozice.

Pozor:

Kamera neni urena do otevieného prostoru. Instalace je mozna pouze v chrdnéném prostfedi (napfiklad do podhledu, pod
stfechu atd.). Pro instalaci do otevieného prostoru je mozné pouzit Ubiquiti Profesionaini nasténny drzak UACC-Flex-Cam-
PWM.

Manual (montazni navod):

3 https://dl.ui.com/qgig/uvc-g5-flex.pdf

Datasheet:

ﬁ https://dl.ui.com/ds/uvc-g5-flex ds.pdf



https://dl.ui.com/qig/uvc-g5-flex.pdf
https://dl.ui.com/qig/uvc-g5-flex.pdf
https://dl.ui.com/ds/uvc-g5-flex_ds.pdf
https://dl.ui.com/ds/uvc-g5-flex_ds.pdf
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Al detections

2K (4MP)
30 FPS

IRLED
20 ft IR night
vision

LED

102.4°
viewing angle

Microphone

Weatherproof,
IPX4-rated enclosure

indicator

Desktop, wall,
pole, hard-ceiling,
ceiling, conduit
mounts*

Reset
button

100 MbE,
PoE RJ45 port

* Ceiling and conduit mounts sold separately.

107.5 mm
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ViewPort \

PoE Switching
UniFi Gateway Console

Video Recorder
for higher capacity
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